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(57) Abstract: According to the invention, in 
order to achieve simple, user-friendly "smart home" 
scenarios in a telecommunications system (TKS1, 
TKS2, TKS3) in the context of the transmission 
of textual, audio, video and/or control data (TAVS) 
between a data source (MT, MT1, MT2, MT3, BS, 
I-DQS1, 1-DQS2) and a data sink (MT, MT1, MT2, 
MT3, E-DQS, I-DQS1, 1-DQS2), a mobile element 
(MT, MT3, TKHA) of the telecommunications 
system (TKS1, TKS2, TKS3), (the latter consisting 
of a base station (BS) that is connected to a 
circuit-switched network and/or packet-switched 
network (LVN, PVN) for carrying out telephone 
conversations and the transmission or receipt of 
textual, audio, video and/or control data (TAVS) 
and at least one mobile element (MT, MT1, MT2, 
MT3, STB, MB, MBK, TKHA) for carrying out 
telephone conversations and/or the transmission or 
receipt of textual, audio, video and/or control data 
(TAVS), said base station and mobile element being 
interconnected via an air interface (LSS)), generates 
control commands (STK) and transmits the latter 
in a targeted manner in message traffic between the 
units that form part of the wireless communication 
or telecommunication process via the air interface 
(LSS). The mobile element is preferably configured as a cordless telephone handset or a mobile telephone. Textual, audio, video 
and/or control data (TAVS) that has been stored in the data source (MT, MT1, MT2, MT3, BS, I--DQS1, I-DQS2) is detected, 
issued, released or externally transferred to a data sink (MT, MT1, MT2, MT3, E-DQS, I-DQS1, 1-DQS2) or issued to a data source 
(MT, MT1, MT2, MT3, BS, I-DQS1, 1-DQS2) with the aid of the control commands (STK). 
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(57) Zusammenfassung: Um "Smart Home"-Szenarien in einem Telekommunikationssystem (TKS1, TKS2, TKS3) in Bezug auf 
die Ubertragung von Text-, Audio-, Video- und/oder Steuerungsdaten (TAVS) zwischen einer Datenquelle (MT, MT1, MT2, MT3, 
BS, I-DQS1, 1-DQS2) und einer Datensenke (MT, MT1, MT2, MT3, E-DQS, I-DQS1, 1-DQS2) bediener- und bedienungsfreundlich 
durchfuhren zu konnen, erzeugt ein vorzugsweise als Schnurlos-Telefonhandapparat oder als Mobiltelefon ausgebildetes Mobilteil 
(MT, MT3, TKHA) des Telekommunikationssystems (TKS1, TKS2, TKS3) - bestehend aus einer an ein leitungs- und/oder pa- 
ketvermitteltes Netz (LVN, PVN) angeschlossenen Basisstation (BS) zum Fuhren von Telefongesprachen und Senden/Empfangen 
von Text-, Audio-, Videound/oder Steuerungsdaten (TAVS) und mindestens einem Mobilteil (MT, MT1, MT2, MT3, STB, MB, 
MBK, TKHA) zum Fuhren von Telefongesprachen und/oder Senden/Empfangen von Text-, Audio, Video- und/oder Steuerungsda- 
ten (TAVS), die Uber eine Luftschnittstelle (LSS) miteinander verbunden sind, - Steuerkommandos (STK) und sendet diese im Zuge 
eines Meldungsverkehrs zwischen den an der drahtlosen Kommunikation bzw. Telekommunikation beteiligten Einrichtungen uber 
die Luftschnittstelle (LSS) zielgerichtet aus, wobei mit Hilfe dieser Steuerungskommandos (STK) in der Datenquelle (MT, MT1, 
MT2, MT3, BS, I-DQS1, 1-DQS2) gespeicherte Text-, Audio-, Video- und/oder Steuerungsdaten (TAVS) angesprochen werden und 
deren Ausgabe, Ubergabe oder Auslagerung an eine Datensenke (MT, MT1, MT2, MT3, E-DQS, I-DQS1, I-DQS2) bzw. deren 
Ausgabe an der Datenquelle (MT, MT1, MT2, MT3, BS, I-DQS1, 1-DQS2) veranlasst und bewirkt wird. 



